
Buildings Energy Data Book:  9.1 ENERGY STAR September 2008

9.1.9 ENERGY STAR Residential Cooling Equipment Shipments (Thousands) and Penetration Rate

Air-Source Geothermal
Central AC Heat Pump Heat Pump Exhaust Fan Ceiling Fan

1995 494 15% 227 27% N/A - N/A - N/A -
1996 698 16% 341 30% N/A - N/A - N/A -
1997 679 17% 323 29% N/A - N/A - N/A -
1998 822 18% 387 31% N/A - N/A - N/A -
1999 985 20% 384 30% N/A - N/A - N/A -
2000 969 19% 373 29% N/A - N/A - N/A -
2001 1,048 22% 416 29% N/A - 92 2% 1,459 8%
2002 747 14% 212 14% 14 40% 192 3% 1,623 8%
2003 896 17% 314 19% 11 29% 385 6% 3,311 18%
2004 1,045 19% 416 22% 15 42% 663 11% 2,822 14%
2005 1,246 19% 568 27% 25 62% 829 13% 3,521 18%
2006 1,019 18% 482 22% 33 66% 773 12% 1,974 10%

Note(s): N/A:  Year is before date of ENERGY STAR specification.  
Source(s): LBNL, Climate Change Action Plan spreadsheet (updated 2007).


